Preliminary Flyer

TOPBIiHiKu6

N-type Bifacial TOPCon Technology
545W ~ 570 W

CS6W-545 |550| 555|560 | 565 | 570TB-AG

Dimensions: 2278 x 1134 x 30 mm(89.7 x 44.6 x 1.18 in)
Weight: 32.3 kg (71.2 Ibs)

Max. System Voltage: 1500V (IEC/UL) or 1000V (IEC/UL)
MORE POWER

Module power up to 570 W
Module efficiency up to 22.1 %

Up to 85% Power Bifaciality.
more power from the back side

Excellent anti-LeTID & anti-PID performance.
Low power degradation, high energy yield

Lower temperature coefficient (Pmax): -0.30%/°C,
increases energy yield in hot climate
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Lower LCOE & system cost

MORE RELIABLE

Minimizes micro-crack impacts

Heavy snow load up to 5400 Pa,
wind load up to 2400 Pa*

* For detailed information, please refer to the Installation Manual.
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1%t year power degradation no more than 1%
Subsequent annual power degradation no more than 0.4%

*According to the applicable Canadian Solar Limited Warranty Statement.

MANAGEMENT SYSTEM CERTIFICATES*

1SO 9001:2015 / Quality management system
ISO 14001:2015 / Standards for environmental management system
IS0 45001: 2018 / International standards for occupational health & safety

PRODUCT CERTIFICATES*

* The specific certificates applicable to different module types and markets will vary,

and therefore not all of the certifications listed herein will simultaneously apply to the
products you order or use. Please contact your local Canadian Solar sales representative
to confirm the specific certificates available for your Product and applicable in the regions
in which the products will be used.

is committed to providing high quality solar
photovoltaic modules, solar energy and battery storage solu-
tions to customers. The company was recognized as the No. 1
module supplier for quality and performance/price ratio in the
IHS Module Customer Insight Survey. Over the past 20 years, it
has successfully delivered over 70 GW of premium-quality solar
modules across the world.



